
SPECIFICATIONS DIMENSIONS
TECHNICAL

Operating System 

Screen Size

Screen Resolution 

Decoding

Protocol 

Function

System Setting

Interface

Operation interface

  

Power

Power Consumption

Working Humidity 10% ~ 90% RH (Non Condensing)

Working Temperature -10°C ~ 55°C / -14°F ~ 122°F

Storage Temperature -40°C ~ 60°C / -40°F ~ 140°F 

Packing Size 365 x 245 x 155mm / 14.3” x 9.64” x 6.1”

Weight 1.78 kg / 3.9 lb

Android 11

7 Inch Captive touch Screen

Resolution 1024 x 600 

Support H.264/H.265
Max Support H.264 4x1080p@30fps
Max Support H.265 1x4k@60fps

Onvif 2.8

Supports up to 2408 devices to add, PTZ Control, Preset, 
Patrol, Pattern

Language settings, Password modification,
U disk upgrade, Photo Capture

1x RJ45 (Network/PoE)
1x RS485/RS422 (RJ45)
1x RS232 (RJ45)
1x HDMI Output
1x USB2.0
1x Micro SD Slot

4D Joystick, Support button, Support Shuttle, Rotary Knob

Standard 5.5/2.1 Power interface, DC 12V2A ± 10%

< 1.5W 

KEY FEATURES

NETWORK KEYBOARD 7 INCH LCD DISPLAY

SA-KBD-G2

ALL IN ONE KEYBOARD FEATURES FOR SETUP IN ENTERPRISE 
PROJECTS
NEW GENERATION OF TOUCH KEYBOARD
7 SCREEN KEYBOARD
ANDROID SYSTEM EASY UI
4D AXIS JOYSTICK SUPPORT
HDMI OUTPUT FOR VIDEO SUPPORT
EASY USABLE IN DIFFERENT SITUATIONS
SUPPORT ONVIF PROTOCOL
SUPPORT NETWORK CONTROL MODE WITH UNIQUE IP ADDRESS
UP TO 2048 DEVICE TO ADD
PHOTO CAPTURE AND VIDEO RECORDING
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Performance specifications are typical. Due to constant research, specifications are subject to change
without notice. For the most up-to-date specifications, please contact an authorized Starview representative.


