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HD VIDEO SEAMLESS SWITCHING MATRIX

MS-88H

Specifically designed for the market, this 8-channel 

input/output HD 4K seamless matrix supports 8-channel 

HDMI video signal input and output, and supports digital 

HD 3840×2160P 30Hz signals. Its integrated design makes 

it simple and portable, greatly facilitating application and 

maintenance.

FEATURE

▪ Equipped with 8-channel HDMI input interface and 

8-channel HDMI output interface, the input and output 

resolution supports 3840×2160P30Hz;

▪ Output supports brightness, contrast, saturation, and hue 

adjustment;

▪ Output signal format supports DVI/HDMI signals, and 10 

output resolutions are available;

▪ Integrated matrix, supports hot swap, plug and play;

▪ Support seamless video switching, no flash screen, no 

black screen and other transition states;

▪ Support plan retention and calling;

▪ Equipped with power-off on-site switching memory 

protection function and unique ESD static protection 

function;

▪ It has one RS-232 port, one RS-485 port, and one network 

port, supporting control via RS - 232, RS - 485, and TCP/IP 

commands. It also has physical buttons on the front panel 

and supports infrared remote control.

▪ Supports firmware upgrade function;

▪ Equipped with EDID management function, you can 

choose default EDID or on-site learning.
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Technical specifications MS-88H

 Digital video input 8× HDMI digital video input interface

Digital video output 8× HDMI digital video output interface
Power switch 1 × switch button
Communication interface 1 × RS-232, 1 × RS-485, 1 × Ethernet port
Upgrade 1 × UPDATE upgrade interface

Panel buttons 8 × input buttons, 8 × output buttons, 6 × function buttons
Indicator light 1 × power indicator light, 1 × signal execution light

Power supply External 12V/2A (AC 100V ~ 240V, 50/60 Hz) power adapter
Dimensions (L × W × H) 482.6×209×44mm
Rated power consumption 18W
Weight 2.6kg

Operating temperature -20ºC ~ +70ºC

Operating humidity 10% ~ 90%RH (non-condensing)

Infrared 1 × Infrared sensor receiver

Performance specifications are typical. Due to constant research, specifications are subject to change 

without notice. For the most up-to-date specifications, please contact an authorized Starview representative.


