
INDOOR LED VIDEO WALL

SA-KLED-0.9I

DESCRIPTION

FEATURE

The Starview SA-KLED-0.9I Indoor LED a line of fixed LED 

screens in the indoor, offers a wide variety of sizes to meet 

the needs of any project. Our indoor LED displays are 

sharp, stunning and designed to excel in high ambient 

light environments, capturing audiences' attention and 

helping you provide an unforgettable experience.

The Starview SA-KLED-0.9I Indoor LED is light weight and 

easy to handle enabling it to be an attractive solution for 

changing video walls or traditional video walls favoring a 

compact fine pitch solution. It uses 16:9 aspect ratio LED 

Cabinet that makes it easy to configure full HD or UHD 

resolution and a fine pixel pitch that ensures high visibility 

from a short distance. This full-colour fine-pitch LED 

display meets the needs of large screens in various indoor 

spaces.



Technical speci cations SA-KLED-0.9I INDOOR LED VIDEO WALL

 LED PANEL PARAMETERS

Gray Scale( Bit)

 

Color Temperature

 

Refresh Rate

 

ELECTRICAL PARAMETERS

LED Lamp

Pixel pitch

Module Size

Module Pixels

Module Weight 

Cabinet Size (Customize) 

Cabinet Resolution

 

Input Voltage 

Driving Method 

Viewing Angle 

Module Qty per Cabinet 

SCREEN PARAMETERS

Brightness

 

Contrast Ratio

 

Max power

Ave power

 

ENVIRONMENTAL PARAMETERS

IP rating (Front/Rear)

Operating Temperature

Operating Humidity

Run time

Front

OTHERS

Maintenance Method

Lifespan
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